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CONSTRUCTION DETAILS

Instait 6’ x 30’ loop detector encased in !4 flexible tubing quadrupole type (3-6-3).
Install 6’ x 6'

Install microioop probe set.

loop detector encased in /' flexible tubing tubing (4-turns).

Use existing handhole.
Use oxisting conduit.

1¥ 1iquid tight flexible non-metallic electrical conduit (detector wire sleeve).

. Use existing cabinet and controller.

. Use existing strain polis.

Use existing span wire.

. Existing overhead service fo be maintained by BGE.

. Install 1" galvanized stee! electrical conduit (detector wire sleeve).
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= ”;i|| 1. The loop detectors and conduit are to be installed prior to the
i | ] ] .
it ] 2 instal lation of the pavement markings
I - > | = I l 2. Al{ underground utiiities shown on these plans are schematic
= 9 I only and may not be complete. The contractor shall be responsible
I — &l for notifying “MISS UTILITY” prior to construction so that ail
sl | utilities may be located in the field. If the contractor perceives
1 AN 0 [ that a conflict between the utitities and the traffic signal will
[ 3 ol occur. the contractor shall notify the project engineer
I = ”jﬁ I I immediately so that the conflict may be resolved.
I | | H 3. All proposed pavement markings are to be installed in
I T I I | accordance with SHA standards by others.
Y L ” 4. The contractor shall resplice all loopwire with new splice kit to
o = the existing 2 conductor aluminum shielded. unless otherwise
I noted on the plans.
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